
Date Monitoring bore
Standing water 

level (mAHD)
pH

Electrical conductivity 

(µs/cm)
11/06/2025 1900 261.48 6.84 4343

11/06/2025 DC040C 292.94 6.54 1893

11/06/2025 TG01 218.17 6.48 1505

10/06/2025 TG02 209.986 7.26 15191

11/06/2025 HUT01 344.02 6.58 727

11/06/2025 HUT03 243.91 6.4 3979

11/06/2025 MB36 317.365 6.95 2608

10/06/2025 BH01 200.34 6.04 43945

10/06/2025 BH_MB01 186.18 5.86 10947

9/06/2025 MB15 216.755 6.07 1546

9/06/2025 R3076 200.335 7.04 1702

9/06/2025 R3084 209.74 6.95 1377

10/06/2025 MB29 211.09 4.79 892

10/06/2025 MB07 237.6 6.29 1646

10/06/2025 C0507663 198.315 5.7 1338

10/06/2025 MB23 205.312 6.08 1657

10/06/2025 MB27 296.25 5.97 2307

11/06/2025 BHE_VWP01 260.33 N/A N/A

Electrical conductivity and pH are shown as field measurements.

Release of this data has been approved by: 
Superintendant - Environment and Community

Leeanne Pattinson

Monitoring was conducted by the mine’s environmental professionals. Laboratory analysis was performed by 

Australian Laboratory Services (ALS) carrying NATA registration for the analytes tested.

Boundary Hill South Groundwater Monitoring
As per conditions of the Approval for the Boundary Hill South Lease Extension under the 

Environment Protection and Biodiversity Conservation Act 1999, and the site Environmental 

Authority, Callide Mine has completed monitoring of groundwater monitoring bores on:

As follows are the results of that monitoring.

1st April - 30th June 2025


