
Date Monitoring bore
Standing water 

level (mAHD)
pH

Electrical conductivity 

(µs/cm)
4/09/2025 1900 261.02 7 4797

4/09/2025 DC040C 293.45 6.68 1893

3/09/2025 TG01 218.30 6.57 1672

2/09/2025 TG02 209.88 7.45 14545

3/09/2025 HUT01 344.21 6.67 729

3/09/2025 HUT03 244.14 6.46 3891

3/09/2025 MB36 317.40 6.95 2576

2/09/2025 BH01 200.64 6.16 44389

2/09/2025 BH_MB01 186.32 6.03 10517

2/09/2025 MB15 216.65 6.09 1463

1/09/2025 R3076 200.11 6.8 1479

1/09/2025 R3084 209.93 7.18 1300

1/09/2025 MB29 210.18 4.89 866

2/09/2025 MB07 237.74 6.57 2253

1/09/2025 C0507663 197.91 5.81 1320

1/09/2025 MB23 204.17 6 1553

2/09/2025 MB27 296.34 6.16 2291

5/09/2025 BHE_VWP01 260.04 N/A N/A

Electrical conductivity and pH are shown as field measurements.

Monitoring was conducted by the mine’s environmental professionals. Laboratory analysis was performed by 

Australian Laboratory Services (ALS) carrying NATA registration for the analytes tested.

Boundary Hill South Groundwater Monitoring
As per conditions of the Approval for the Boundary Hill South Lease Extension under the 

Environment Protection and Biodiversity Conservation Act 1999, and the site Environmental 

Authority, Callide Mine has completed monitoring of groundwater monitoring bores on:

As follows are the results of that monitoring.
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