
Date Monitoring bore
Standing water 

level (mAHD)
pH

Electrical conductivity 

(µs/cm)
2/03/2026 1900 260.794 6.96 6210

2/03/2026 DC040C 293.05 6.79 1925

2/03/2026 TG01 218.729 7.39 1519

3/03/2026 TG02 210.021 7.45 15277

5/03/2026 HUT01 N/A 6.72 706

2/03/2026 HUT03 244.419 6.52 4095

2/03/2026 MB36 318.707 7.16 2633

4/03/2026 BH01 200.65 6.19 45988

4/03/2026 BH_MB01 186.223 5.96 11009

5/03/2026 MB15 216.693 6.8 1315

3/03/2026 R3076 199.224 6.94 1629

3/03/2026 R3084 209.724 7.19 1368

5/03/2026 MB29 209.71 4.65 861

4/03/2026 MB07 237.15 6.42 1691

4/03/2026 C0507663 196.866 6.28 1498

4/03/2026 MB23 203.209 6.76 1558

5/03/2026 MB27 296.358 6 2238

25/02/2026 BHE_VWP01 261.34 N/A N/A

Electrical conductivity and pH are shown as field measurements.

Monitoring was conducted by the mine’s environmental professionals. Laboratory analysis was performed by 

Australian Laboratory Services (ALS) carrying NATA registration for the analytes tested.

Boundary Hill South Groundwater Monitoring
As per conditions of the Approval for the Boundary Hill South Lease Extension under the 

Environment Protection and Biodiversity Conservation Act 1999, and the site Environmental 

Authority, Callide Mine has completed monitoring of groundwater monitoring bores on:

As follows are the results of that monitoring.
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