
Date Monitoring bore
Standing water 
level (mAHD)

pH
Electrical conductivity 

(µs/cm)
4/06/2026 1900 261.044 7.04 5189
inaccessible DC040C
3/06/2026 TG01 218.709 8.07 1380
3/06/2026 TG02 210.171 7.68 14699
4/06/2026 HUT01 344.087 6.69 710
4/06/2026 HUT03 244.409 6.46 3843
4/06/2026 MB36 318.147 7.88 2557
2/06/2026 BH01 200.65 6.63 41638
3/06/2026 BH_MB01 186.353 7.54 11591
2/06/2026 MB15 216.703 5.88 1345
1/06/2026 R3076 198.844 6.79 1505
6/05/2026 R3084 209.734
1/06/2026 MB29 209.7 5.26 867
5/06/2026 MB07 236.54 6.45 1576
2/06/2026 C0507663 197.096 6.54 1407
1/06/2026 MB23 203.269 6.01 1471
3/06/2026 MB27 296.358 5.98 2255

12/06/2026 BHE_VWP01 263.23

Electrical conductivity and pH are shown as field measurements.

Monitoring was conducted by the mine’s environmental professionals. Laboratory analysis was performed by 
Australian Laboratory Services (ALS) carrying NATA registration for the analytes tested.

Boundary Hill South Groundwater Monitoring
As per conditions of the Approval for the Boundary Hill South Lease Extension under the 
Environment Protection and Biodiversity Conservation Act 1999, and the site Environmental 
Authority, Callide Mine has completed monitoring of groundwater monitoring bores on:

As follows are the results of that monitoring.

1st April - 30th June 2026

field retrieval of sample unsuccessful

VWP, not applicable


